
SPECIFICATIONS

CAP: 334,000 barrels, 46 tanks

Products/Materials:

1,1,1 Trichloroethane, Acetone,
Antifreeze, Cyclohexanone Deicer
Fluid, Ethanol, Ethylene Glycol, Fatty
Acid, Liquid Urea-Ammonium Nitrate
Fertil, Methanol, Methylene Chloride,
Mineral Spirits, M-Xylene, Nonene,
Phenol, Phthalate Ester (Exxon
Jayslex), Potassium Hydroxide 45%,
Sodium Chlorate Solution, Sodium
Hydroxide, Tetrachloroethylene,
Toluene, Used Oil Fuel, Wood
Preservative, Mineral Spirits, Crude
Oil

Modes Served: Vessel, Barge, Rail, Truck
Truck Facilities: Four (5) Truck Loading Racks
Scales: Available at Port of Vancouver

Rail Spur Data: Burlington Northern and Union Pacific,
Four Loading Spots

Dock Data*: Columbia River‚ Port of Vancouver
Liquid Dock

Terminal 2: Berth 5‚ 700’ Berth‚ Draft 40’ (MLW)
Dry Bulk Dock. Max beam 125' 

MARKETING CONTACTS

TERMINAL CONTACTS

PHYSICAL ADDRESS

Ryan Keel
(210) 918-2221
ryan.keel@nustarenergy.com

Jeff Hibner 
(503) 286-6732
Jeff.Hibner@nustarenergy.com

2562 Harborside Drive
Vancouver WA 98666
Tel: (360) 694-8591
Fax: (360) 695-5112
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